
QUICK INSTALL GUIDETT33003G VEHICLE CONTROL SERIES

Type 1 TT33003G Only

Attention:
Applying 12V to the brown or blue wire
will void warranty!

Green:  Starter Disable (-) OPTIONAL

Yellow:  Input 1 (-) OPTIONAL

1.  Cut off five pin TT33003G connector.
2.  Connect Red wire to +12V and fuse.
3.  Connect Black wire to Ground.
4.  Connect White wire to True Ignition.
5.  Connect input and/or starter kill if needed.

Attention:
Applying 12V to the Brown or Blue wire
will void warranty!

Red:  12V (+)

Black:  Ground

Brown:  CTS Data TX

Blue:  CTS Data RX

White:  True Ignition (+)    

Options Input/Starter Kill

Green - Starter Disable Out

Yellow:  Input 1 (-) OPTIONAL
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STEP 1: Determine Installation Type and Options
Depending upon your requirements, the TT33003G module can be installed in a variety of 
ways.

Type1  –  TT33003G only
Type2  –  Direct Connect to Solace Remote Starter
Type3  –  Direct Connect to Titan Remote Starter
Type4  –  Standalone with Fortin interface module (NON T-Harness)
Type5  –  Standalone with Fortin interface module (T-Harness)

These options can be added to any installation type to enhance the functionality of the 
TT33003G device.
a) Input: Allows for monitoring of an external input such as a PTO, door or siren etc.
b) Starter Kill

STEP 2: Complete the wire connections according to the selected 
Installation Type.  

Please see the following pages for detailed instructions and wiring diagrams.

STEP 3: Position the TT33003G Module in an Optimal Location
Failure to adhere to these suggestions will result in a weak cellular and/or GPS signal and will 
affect the performance of the device.
- Secure in upper portion of dash in a hidden location with correct side pointing skyward.
  (label will indicate proper orientation) 
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Keep a safe distance of at least 24”.

STEP 5: Confirm Vehicle Connectivity and GPS location
Call Certified Tracking Solutions at 1-780-391-3800 to test the modem to ensure it is reporting 
correctly. This MUST be done to ensure proper installation. The hours of operation are Monday 
to Friday, 8am to 5pm MST. 

For Live Tech Support: 
Call Certified Tracking Solutions at 1-780-391-3800. 

Toll Free 1-855-287-4477(CTS-4GPS) 8AM to 5PM 
Monday to Friday MST

www.TitanGPS.ca

STEP 4: Confirm LED Status
Blue:        2 Flashes / Second          Connected / Online  
Green:    1 Flash / Second               Valid GPS                    
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Type 2 DIRECT CONNECT: Solace Remote Starter

Type 3 DIRECT CONNECT: Titan Elite Remote Starter

White:  True Ignition (+)    

Blue:  CTS Data RX

Black:  Ground

Red:  12V (+)

Brown:  CTS Data TX

Green:  Starter Disable (-) OPTIONAL

Yellow:  Input 1 (-) OPTIONAL
Attention:
Applying 12V to the Brown or Blue wire
will void warranty!

Not Used   
Not Used

Black:  Ground
Red:  12V (+) Black:  To Vehicle Ground

Red:  12V (+)

Fuse

12V (+) To VehicleNot Used

Section A Section B

Data-link cable

IC3

Or

White:  True Ignition (+)    

Blue:  CTS Data RX

Black:  Ground

Red:  12V (+)

Brown:  CTS Data TX

Green:  Starter Disable (-) OPTIONAL

Yellow:  Input 1 (-) OPTIONAL
Attention:
Applying 12V to the Brown or Blue wire
will void warranty!

Not Used   
Not Used

Black:  Ground
Red:  12V (+) Black:  To Vehicle Ground

Red:  12V (+)

Fuse

12V (+) To VehicleNot Used

Section A Section B

Data-link cable

IC3

Or

The TT33003G device can be used to Direct Connect to either a Solace or Titan brand remote starter.  This gives the client the ability to start/lock/unlock their vehicle using the Titan website and or Smartphone App.

                Install Steps
1. Follow Solace remote starter installation and programming instructions
2. Ensure Solace module has the latest firmware available from www.solaceremotestarters.com
3. Ensure Solace module has iDatalink“Two-Way Data Protocol” enabled in Menu 2-11 regardless of whether 

you are using either a Fortin or iDatalink bypass module.
4. Connect data-link cable from IC3 to the Solace CN6 Bypass Module Port
5. For “True Voltage” or if additional relays have been added, cut the Red 12V (+) and Black (Ground) of the 

TT33003G harness and connect directly to vehicle.  (See sections A & B)

TYPE 2:

                Install Steps
1. Follow Titan Elite remote starter installation and programming instructions
2. Ensure Titan Elite module has the latest firmware available from www.titaninnovations.ca
3. Ensure Titan Elite module has “iDatalink“Two-Way Data Protocol” enabled in Menu 2-11 regardless of 

whether you are using either a Fortin or iDatalink bypass module.
4. Connect data-link cable from IC3 to the Titan Elite CN6 Bypass Module Port
5. For “True Voltage” or if additional relays have been added, cut the Red 12V (+) and Black (Ground) of the 

TT33003G harness and connect directly to vehicle.  (See sections A & B)

IMPORTANT: If installing a Titan “Data Series” starter with either Fortin or NO bypass module, you will need to 
add an Adapter Harness (TMSADAPT) available separately.  In addition you will need to ensure Two-way data 
protocol has been enabled in menu M1-7.

TYPE 3:

QUICK INSTALL GUIDETT33003G VEHICLE CONTROL SERIES

TT33003G
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Type 4 STANDALONE:  With               (Non - T Harness)

Type 5 STANDALONE:  With                ( T Harness)

STEP E: Test all standalone functions
If successful, Certified Tracking Solutions will then test all standalone 
functions.  These commands may include start, lock, unlock, trunk 
etc.

White:  True Ignition (+)    

Blue:  CTS Data RX

Black:  Ground

Red:  12V (+)

Brown:  CTS Data TX
Attention:
Applying 12V to the Brown or Blue wire
will void warranty!

IC3
V11 or higher

1.  Follow wiring instructions in the Fortin installation guide
2.  Reverse Blue and White wires on Fortin data-link cable     
     (See Section A)
3.  Cut 4 pin harness on TT33003G data-link cable
     (See Section B)
4.  Connect Fortin data-link cable to IC3
5.  Connect TT33003G main harness to IC3
6.  Connect Red 12V (+) with 5A fuse and Black (Ground) on             
     TT33003G data-link cable (See Section C)
7.  Connect remaining bypass connectors as per the Fortin   
     installation guide

Black:  Ground
Red:  12V (+)

White: Data    
Blue:    Data
Black:  Ground
Red:    12V (+)

White:  Data
Blue:    Data

Black:  Ground
Red:    12V (+) 

Fortin supplied data-link cable

Not Used

TT33003G data-link Cable

TT33003G Main Harness

TT33003G Main Harness

Not Used
Not Used   Black:  To Vehicle Ground

Red:  12V (+)

Fuse

12V (+) To Vehicle

       (

STEP B: Complete all connections
Select the appropriate Standalone Installation type and complete 
steps

STEP D: Program the Titan TT33003G device as an RF kit

In order to complete this step you will need to call Certified 
Tracking Solutions at 1-780-391-3800.  Please see the “Confirm 
Vehicle Connectivity” section on page 1 for details.

            

i) Login to the Titan Website or Smartphone App
ii) Place the EVO-ALL in proper programming mode. Press 

and hold programming button.  Insert the 4-pin Data-link 
connector.  Release programming button on BLUE/RED

iii) Press and hold programming button. While holding, LED’s will 
turn Off then On.  Release the button

iv) Turn the  Ignition ON
v) **Important – Call Certified Tracking Solutions and we will issue 

a command over the air to complete the RF programming 
process.

vi) If successful, the BLUE and RED LED’s will flash once to confirm 
that the TT33003G is coded in as an RF remote.

vii) Turn Ignition OFF once programming is successful

i) Ensure you have Fortin Flashlink updater v2 or higher

ii) Ensure you have the latest Fortin Flashlink 
Manager software (available at www.ifar.ca)

iii) Update Fortin module with latest firmware

iv) Ensure included IC3 module has firmware V11.0 or higher.  If 
not, call CTS to update over the air.

v)
Determine and follow the programming procedure required 
for the vehicle in the Fortin vehicle fit guide and select the 
appropriate options

vi)  Add the Titan specific options below

a) 15. OEM Remote standalone Remote Starter = ON

b) 23.3 Supported RF Kits – AutoConnect = ON

The TT33003G device can be used in conjunction with a Fortin bypass/interface module to complete a remote car starter installation without an aftermarket remote car starter.  This gives the client the 
ability to start/lock/unlock their vehicle using the AutoConnect Smartphone App.  Please check the Fortin website at www.ifar.ca in the “Standalone Remote Starter” section for vehicle compatibility 
and bypass/integration module installation instructions.

White:  True Ignition (+)    

Blue:  CTS Data RX

Black:  Ground

Red:  12V (+)

Brown:  CTS Data TX
Attention:
Applying 12V to the Brown or Blue wire will void warranty!

IC3
V11 or higher

1.  Follow wiring instructions in the Fortin installation guide
2.  Reverse Blue and White wires on Fortin data-link cable
     (See Section A)
3.  Optional:
     For “True Voltage” or if additional relays have been added,
     cut the Red 12V (+) and Black (Ground) of the     
     TT33003G harness and connect directly to vehicle 
     (See Sections B & C)
4.  Connect Fortin data-link cable to IC3
5.  Connect TT33003G main harness to IC3 (See Section B)
6.  Connect remaining T-Harness connectors according to        
     the Fortin installation guide

Not Used   

To T-Harness

Fortin supplied data-link cable

Not Used

Black:  Ground
Red:  12V (+) Black:  To Vehicle Ground

Red:  12V (+)

Fuse

12V (+) To VehicleNot Used

White: Data    
Blue:    Data
Black:  Ground
Red:    12V (+)

White:  Data
Blue:    Data

Black:  Ground
Red:    12V (+) 

                Complete programming of your Fortin bypass/      
integration module. 

Please see Titan specific instructions below

STEP A:

                Complete Fortin bypass transponder programming 
BEFORE continuing. 
STEP C:
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TT33003G

MANDATORY

HOOD
PIN

VALET
SWITCH
REMOTE
SAFETY
OVERRIDE
SWITCH

Note: The installation of safety elements is MANDATORY! 
The hood pin and the valet switch are essential security
elements and must be installed.

ON

OFF

MANDATORY

HOOD
PIN

VALET
SWITCH
REMOTE
SAFETY
OVERRIDE
SWITCH

Note: The installation of safety elements is MANDATORY! 
The hood pin and the valet switch are essential security
elements and must be installed.

ON

OFF
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