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QUICK INSTALL GUIDETT6000 with Roadwatch

 STEP 2 COMPLETE THE WIRING CONNECTIONS ACCORDING TO THE TT6000 QUICK INSTALL GUIDE
 

1) Connect the Main Harness of the TT6000 to Power, Ground, and Ignition
2) Ensure the DB9 Serial Extension Cable is connected to the TTMEBridgeV2+ through CBL-0044
3) Ensure the TTMEBridgeV2+ is connected to the TT6000 through CBL-0043
4) Connect the TT6000 to the main harness

 STEP 1 LOCATE THE ROADWATCH RS232 ADAPTER MODULE
 

1) Locate the RS232 Adapter Module
2) Run the DB9 Serial Extension Cable from the RS232 Adapter Module to where the GPS unit will be mounted 
3) Connect the DB9 Serial Extension Cable*
* It is uncommon but some versions of the RS232 Adapter Module may require the addition of a NULL modem or Gender Changer to connect. Contact Certified Tracking
Solutions to obtain these parts.
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 STEP 3

IMPORTANT: MUST BE TESTED | Failure to follow instructions voids warranty

8:00 AM to 5:00 PM MON-FRI MST

1.780.391.3800 |  TOLL FREE: 1.855.287.4477
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