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QUICK INSTALL GUIDETT6000v24 with VAISALA MD30

 STEP 2 COMPLETE THE WIRING CONNECTIONS ACCORDING TO THE TT6000V24 QUICK INSTALL GUIDE
 

Connect the Main Harness to Power, Ground, and Ignition.
Ensure the New DB9 is correctly connected to the TTMEBridgeV2+ through the Black 4pin connector
Ensure the TTMEBridgeV2+ is correctly connected to the TT6000V24 through the Grey DB9 connector via the White 4pin Connector
Connect the TT6000V24 to the 24pin Harness

 STEP 1 LOCATE THE MAIN VAISALA HARNESS AND BLUETOOTH MODULE CASE
 

1) Open the Bluetooth Module Case and locate the Green and Black wires
2) Splice into the Green and Black wires and extend the wires out of the Bluetooth Module case
3) Connect the Receive of the new DB9 adapter (Violet Wire) to the Green wire of the MD30
4) Connect the Ground of the new DB9 adapter (Black Wire) to the Black wire of the MD30
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 STEP 3

IMPORTANT: MUST BE TESTED | Failure to follow instructions voids warranty

8:00 AM to 5:00 PM MON-FRI MST

1.780.391.3800 |  TOLL FREE: 1.855.287.4477


